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40 CFR Ch. I (7–1–00 Edition)§ 86.090–5

§ 86.090–5 General standards; increase
in emissions; unsafe conditions.

(a)(1) Every new motor vehicle (or
new motor vehicle engine) manufac-
tured for sale, sold, offered for sale, in-
troduced, or delivered for introduction
to commerce, or imported into the
United States for sale or resale which
is subject to any of the standards pre-
scribed in this subpart shall be covered
by a certificate of conformity issued
pursuant to §§ 86.090–21, 86.090–22, 86.090–
23, 86.090–29, 86.090–30, 86.079–31, 86.079–
32, 86.079–33, and 86.082–34.

(2) No heavy-duty vehicle manufac-
turer shall take any of the actions
specified in section 203(a)(1) of the Act
with respect to any Otto-cycle or diesel
heavy-duty vehicle which uses an en-
gine which has not been certified as
meeting applicable standards.

(3) Notwithstanding paragraphs (a)
(1) and (2) of this section, a light or
heavy duty motor vehicle equipped
with an engine certified to the nonroad
provision of 40 CFR part 89 may be
sold, offered for sale or otherwise intro-
duced into commerce by a motor vehi-
cle manufacturer to a secondary manu-
facturer if the motor vehicle manufac-
turer obtains written assurance from
the secondary manufacturer that such
vehicle will be converted to a nonroad
vehicle or to a piece of nonroad equip-
ment, as defined in 40 CFR part 89, be-
fore title is transferred to an ultimate
purchaser. Failure of the secondary
manufacturer to convert such vehicles
to nonroad vehicles or equipment prior
to transfer to an ultimate purchaser
shall be considered a violation of sec-
tion 203(a) (1) and (3) of the Clean Air
Act.

(b)(1) Any system installed on or in-
corporated in a new motor vehicle (or
new motor vehicle engine) to enable
such vehicle (or engine) to conform to
standards imposed by this subpart.

(i) Shall not in its operation or func-
tion cause the emission into the ambi-
ent air of any noxious or toxic sub-
stance that would not be emitted in
the operation of such vehicle (or en-
gine) without such system, except as
specifically permitted by regulation;
and

(ii) Shall not in its operation, func-
tion or malfunction result in any un-
safe condition endangering the motor

vehicle, its occupants, or persons or
property in close proximity to the ve-
hicle.

(2) In establishing the physically ad-
justable range of each adjustable pa-
rameter on a new motor vehicle (or
new motor vehicle engine), the manu-
facturer shall ensure that, taking into
consideration the production toler-
ances, safe vehicle driveability charac-
teristics are available within that
range, as required by section 202(a)(4)
of the Clean Air Act.

(3) Every manufacturer of new motor
vehicles (or new motor vehicle engines)
subject to any of the standards im-
posed by this subpart shall, prior to
taking any of the actions specified in
section 203(a)(1) of the Act, test or
cause to be tested motor vehicles (or
motor vehicle engines) in accordance
with good engineering practice to as-
certain that such test vehicles (or test
engines) will meet the requirements of
this section for the useful life of the ve-
hicle (or engine).

[54 FR 14460, Apr. 11, 1989, as amended at 61
FR 58106, Nov. 12, 1996]

§ 86.090–8 Emission standards for 1990
and later model year light-duty ve-
hicles.

(a)(1) Exhaust emissions from 1990
and later model year light-duty vehi-
cles shall not exceed (compliance with
these standards is optional for 1990
model year methanol-fueled vehicles):

(i)(A) Hydrocarbons (for petroleum-
fueled Otto-cycle and diesel vehicles). 0.41
gram per vehicle mile (0.26 gram per
vehicle kilometer).

(B) Total Hydrocarbon Equivalent (for
methanol-fueled Otto-cycle and diesel ve-
hicles). 0.41 gram per vehicle mile (0.26
gram per vehicle kilometer).

(ii) Carbon monoxide. 3.4 grams per ve-
hicle mile (2.1 grams per vehicle kilo-
meter).

(iii) Oxides of nitrogen. 1.0 gram per
vehicle mile (0.63 gram per vehicle kil-
ometer).

(iv) Particulate (for diesel vehicles
only).

(A) 0.20 gram per vehicle mile (0.12
gram per vehicle kilometer).

(B) A manufacturer may elect to in-
clude all or some of its diesel light-
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